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Exist. Parapet, See
Sheet 4 of 8
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For Concrete Replacement

at Exist. Parapet,
See Sheet 4 of 8

e @ Abuf. Brg.

2-#4 d,(FE) O.F. Parapet

3-#4 d;(E) O.F. Parapet

360"
22’-0"

CONCRETE REMOVAL @ EXIST. NORTH ABUTMENT EXP. JOINT PLAN

EXIST. SOUTH ABUTMENT SIM. OPP. HAND PLAN

Exist. Bridge Approach Slab

E xist. Bridge Deck
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15" Hot- Mix

Asphalt Surface
Removal (Asbesfos)

Exist. Exp. Jh 2%" @ 50° F
fo be removed.

Cut existing studs

as necessary. 10" 2’-0"
Saw Cut ——

into Slab 4"

Saw Cut
into Slab 34"

15" Hot-Mix

Asphalt Surface
Removal (Asbestos)
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SECTION A-A

* Exisl. bars

DESIGNED S.D.H.
CHECKED E.L.J.
DRAWN M.S.M.
CHECKED S.D.H.

\— Exist. 8"
Bridge Deck

Note:

Exist. Bridge Approach Slab

4. Lap #5 bars 27-2" min.

Exist. Bridge Deck
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2" @ Rt. L’s
@ 50° F
Preformed Joint — N
Sffipo Se(iJ/, St o 2-0%" Bonded Constr.
Sheet 5 of 8 6o o Joint (Typ.)

15" Hot-Mix Asphalt
Surface Course, Mix

N50 wilh Waterproofing

Membrane System
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Dimensions are based on a Rolled Rail Strip Seal Joint.

If the Contractor elects to use the Welded Rail Strip Seal
Joint, deck dimensions may require adjustments to satisfy

the details on Base Sheet EJ-SSJ as shown on Sheet 5 of 8.
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Bonded
Constr. Jt.
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SECTION B-B

i

15" Hot-Mix Asphalt
Surface Course, Mix "C*,
N50 with Waterproofing
Membrane System
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SECTION ! COUNTY

TOTAL |SHEET
SHEETS| NO.

BRIDGE DECK
88 [RRIGRGPESK, | whitesie | 64 | 46

FED. ROMD DIST. N0, [(LLINOIS | FED. AID PROJECT

Contract No.

64D24
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2-#5 dy(F) LF. Parapet I \ 3-#5 do(E) LF. Parapet BIllL OF MATERIAL
U WL R - BAR ap (E)
e 2 fataiaia 12 g - Bar No. | Size | Length | Shape
S .2 1 8 D= a:(E) | 16 #6 7-6" ,
; ; WS S pa
; : S [ as(E) | 40 #5 19°-6 [—
D& || 4D e wiiinlen o o) B | #5 | o | —
L Silicone 5 I X 5 di(E)| 20 | #4 4-1" @
i Joint Sealer, 1" \ ] | K do(E) 20 #5 376" C
H " i X N
2x2-#5 a5(E) — i ! . X(E)| 66 | #5 | 2767 | —
bars Top 1 | : ® |
; L 4x2-#5 g5(E) bars S, L —
' ! © Top & Bottom NS fl/ i P Concrete Removal Cu. Yd. | 8.0
J | ' ~e e Concrete cu. va 8.8
B : i o3 B 6l Superstructure u. 1a. :
A T—‘**,‘hi A e BAR d,(E) BAR ds(E)  [Protective Coat Sq. vd. | 19
! I ! ESI ST e Reinforcement Bars,
C C 10 : ‘ | I:G 2 ;‘S \ 1-9 , Epoxy Coated Pound 1,260
_; r S A 1_7 ‘; i ; E < 233 j ’ Silicone. Joint Foot 28
| i i RS . Sedler, 1
! ! ' #|Q o
| ! ! 2-#6 ay(E) bar "
; i W (Top of Slab) ™
" ! : . Typ. each side.
,1 ' t ! Lap w/alternate M
Exist. £ ; ‘ ; transverse bars.
------------------- 2-#6 ap(E) bar — | ! .
(Top of Slab) : L |
Typ. each side ' | '
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......... 1 B2 ?\‘ 2 % B - Concrete Removal
S
N _Je ] e a
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~2-#4 4,(E) O.F. Pargpet ‘ i 3-#4 d,(E) O.F. Parapet NOTES:
Z-#5 Gy (E) LF. Parapet T 3-#b dp(E) LF. Parapet L. * Exist. reinforcement bars extending into the removal areas shall be cleaned,
i straightened and incorporated info the new consiruction. Any reinforcement
€ Brg. N. Abut.——= bars that are damaged during concrete removal shall be replaced with
I approved bar splicer or anchorage system. Cost included with Concrete
Removal.
CONCRETE REPLACEMENT @ NORTH ABUTMENT EXP. JOINT PLAN 2. For Sections C-C and D-D, See Shest 4 of 8.
EXIST. SOUTH ABUTMENT SIM. OPP. HAND PLAN Faa S 4 3. Bars indicated thus 4x2-#5 efc. indicates 4 lines of bars with 2 lengths per line.

DATE: 12-09-08

JOINT DETAILS

C.H. 37 (LYNDON ROAD) OVER I-88

F.A.I. ROUTE 88

SECTION: BRIDGE DECK REPAIRS 2007-1
WHITESIDE COUNTY
STATION 3529+69.36

S.N. 098-0066

CHICAGO

GRAEF, ANHALT, SCHLOEMER & ASSOCIATES INC

ILLINOIS




